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Spline-Shaped Microstrip Edge-Fed Antenna for 77 GHz Au-

tomotive Radar Systems

M. Salucci, L. Poli, P. Rocca, C. Massagrande, P. Rosatti, M. A. Hannan, M. Facchinelli, and

A. Massa

Abstract

An innovative millimeter-wave (mm-wave) microstrip edge-fed antenna (EFA) for 77 GHz

automotive radars is proposed. The radiator contour is modeled with a sinusoidal spline-

shaped (SS) profile characterized by a reduced number of geometrical descriptors, but still

able to guarantee a high flexibility in the modeling for fulfilling challenging user-defined

requirements. The SS-EFA descriptors are effectively and efficiently optimized with a cus-

tomized implementation of the System-by-Design (SbD) paradigm. The synthesized EFA

layout, integrated within a linear arrangement of identical replicas to account for the inte-

gration into the real radar system, exhibits suitable impedance matching, isolation, polar-

ization purity, and stability of the beam shaping/pointing within the target band fmin = 76

[GHz] ≤ f ≤ fmax = 78 [GHz]. The experimental assessment, carried out with a Compact

Antenna Test Range (CATR) system on a printed circuit board (PCB)-manufactured proto-

type, assess the reliability of the outcomes from the full-wave (FW) simulations as well as

the suitability of the synthesized SS-EFA for automotive radars.

Key words: Automotive Radar, mm-Waves, 77 [GHz] Bandwidth, Antenna Design, Spline,

System-by-Design (SbD).
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Nomenclature

ACC Adaptive Cruise Control.

AUT Antenna Under Test.

BDD Beam Direction Deviation.

CATR Compact Antenna Test Range.

CFA Center-Fed Antenna.

DoA Direction of Arrival.

DoF Degree-of-Freedom.

DT Digital Twin.

EFA Edge-Fed Antenna.

FF Far-Field.

FMCW Frequency Modulated Continuous Wave.

FW Full-Wave.

LBE Learning-By-Examples.

LHS Latin Hypercube Sampling.

MC Mutual Coupling.

MIMO Multiple-Input Multiple-Output.

OK Ordinary Kriging.

PCB Printed Circuit Board.

PR Polarization Ratio.

PSO Particle Swarm Optimizer.

RS Resonant.

SbD System-by-Design.

SS Spline-Shaped.

SSE Solution Space Exploration.

SW Standing Wave.

TW Travelling-Wave.

VNA Vector Network Analyzer.
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1 Introduction

Millimeter-wave (mm-wave) radars play an important role in many modern automotive appli-

cations ranging from active safety driver assistance systems to autonomous driving vehicles

[1]-[3]. Thanks to the capability to measure the distance, the speed, and the direction of arrival

(DoA) of multiple targets with low delays, they are frequently used for blind-spot detection,

collision avoidance, and emergency brake assistance [4][5]. Moreover, automotive radars are

a key technology for implementing active comfort systems featuring a high robustness against

environmental conditions including high temperature, darkness, and bad weather. For instance,

let us consider adaptive cruise control (ACC) systems that allow the vehicle to autonomously

accelerate or brake or stop in case of traffic jam to relieve the driver of monotonous tasks.

In order to continuously sense and monitor the surrounding environment [1], multiple receive

and transmit antennas/channels are used to implement frequency modulated continuous wave

(FMCW) multiple-input multiple-output (MIMO) radars and 77 [GHz] solutions are particularly

attractive because of the many advantages over systems operating at lower frequencies (e.g., 24

[GHz] band [1][6]). As a matter of fact, the exploitation of the 77 [GHz] band allows one

to design smaller antennas with lower volume- and weight-related costs as well as to reach a

higher spatial resolution and more precise DoA estimations [1].

As for the antenna implementation, different technological solutions have been explored in the

last few years including Franklin antennas [6], series-fed microstrip arrays [7][8], comb-line

arrays [9]-[12], lens antennas [13], dielectric resonator antennas [14], planar grid arrays [15],

leaky-wave antennas [16], ceramic-filled cavity resonators [17], and substrate integrated wave-

guides (SIWs) [18]-[22]. Series-fed architectures are nowadays a mainstream choice because

of the limited cost, the low profile, the light weight, and the simple manufacturing/integration

in automotive systems. However, the feeding mechanism is more complex than that of tra-

ditional corporate feeding networks since all the (series-connected) radiating points must be

in-phase excited to afford a well-shaped broadside radiation pattern. To address such an is-

sue, both center-fed (CFAs) [23][24] and edge-fed (EFAs) [7] antennas have been studied. The

former mitigates the beam tilting (or squint) due to the change of the electrical lengths be-

tween consecutive radiating locations at different frequencies within the working band, but they
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may be unsuitable for a compact integration/connection to the driving pins of a FMCW radar

micro-chip. Otherwise, EFAs can be more easily closely-packed in linear array arrangements

by means of simpler routing connections [7]. However, the design of EFAs, which can be in

turn implemented both as resonant (RS) and travelling-wave (TW) structures depending on the

absence or presence of a matched load placed at the termination edge on the opposite of the

feeding point [25], turns out to be more challenging because of the more difficult control of

each excitation phase from a single feeding point located on one edge. Generally speaking,

while TW-EFAs usually enable a more flexible beam shaping of the far-field (FF) pattern, they

are also characterized by a larger beam direction deviation (BDD) with frequency and a lower

radiation efficiency because of the energy dissipated in the terminating load [25].

This paper presents an innovative single-layer RS microstrip EFA for automotive radars in the

77 [GHz] band. Unlike state-of-art solutions, the contour of the radiating element is modeled as

a spline-shaped (SS) profile [26]-[28]. Accordingly, arbitrarily-complex shapes can be yielded

by acting on a limited set of geometric degrees-of-freedom (DoFs) to fulfil several challenging

requirements on both bandwidth and radiation features. As a matter of fact, the flexibility of

the proposed modeling approach enables an accurate control of the feeding phases within the

operative band. Moreover, the non-uniformity of the radiator width allows one to optimize the

elevation FF features including a lowering of the sidelobe level (SLL), which is beneficial for re-

ducing both near range clutter from the road surface and the multi-path interferences. Moreover,

to yield a robust/reliable design for a fruitful integration within FMCW automotive radars, the

non-negligible material losses occurring in the mm-wave regime as well as the mutual coupling

(MC) effects when integrating the antenna in the radar system composed by a linear arrange-

ment of identical elements are taken into account by recurring to a full-wave (FW) modelling

of the structure at hand.

Owing to the complexity of the synthesis problem at hand, the System-by-Design (SbD) [29]-

[32] paradigm has been applied to solve the arising global optimization problem with a high

computational efficiency. More in detail, the design of the SS RS-EFA (shortly in the following

SS-EFA) has been carried out by means of a customized version of the PSO-OK/C method [29]

based on a “low dimension” representation of the solution space and relying on the “collab-
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oration” between a Solution Space Exploration (SSE) functional block based on evolutionary

operators [33]-[35] and a Learning-By-Examples (LBE)-based digital twin (DT) of the FW

simulator aimed at outputting fast predictions of the electromagnetic (EM) performance of each

trial guess solution generated by the SSE [36].

The paper is organized as follows. Section 2 describes the SS-EFA geometry and it provides

some theoretical insights on its electromagnetic (EM) working principle. The design require-

ments and the SbD procedure for the synthesis of the antenna layout are detailed in Sect. 3.

Section 4 presents selected results from the FW-based numerical assessment of the performance

of the optimized radiator along with the experimental validation of a SS-EFA prototype realized

on a printed circuit board (PCB) and measured on a custom mm-wave Compact Antenna Test

Range (CATR) system. Finally, some conclusions are drawn (Sect. 5).

2 SS-EFA Layout and EM Working Principle

The layout of the SS-EFA is shown in Fig. 1. The antenna lies on the (x, y) plane and it is printed

on a ground-backed Rogers RO3003TM high frequency ceramic-filled composite substrate with

relative permittivity and loss tangent equal to εr = 3.0 and tan δ = 1.0 × 10−3, respectively,

of thickness h = 0.127 [mm] (i.e., h = 5 [mil]). To take into account all non-idealities/losses

occurring in the mm-wave band, both metallizations on the top (i.e., the radiator) and the bottom

(i.e., the ground plane) layers are modeled as copper with conductivity σ = 2.5 × 107 [S/m],

thickness τ = 25× 10−6 [m], and roughness ρ = 1.3× 10−6 [m].

The antenna is fed from the bottom edge with a tapered microstrip feeding line of length l1,

having controllable starting, w1, and ending, w2, widths to yield a proper 50 [Ω] impedance

matching over the complete working band. As for the shape of the radiator, which is connected

to the feeding line, an innovative non-uniform SS profile is adopted [26]-[28] since (i) there

is the possibility to model complex geometries for fitting multiple and sometimes contrasting

requirements on both bandwidth and far-field (FF) features with a reduced set of properly-tuned

DoFs; (ii) the absence of sharp edges is a recipe to mitigate the fringing effects that enhance the

MC between the adjacent elements of the final radar layout [27]. More in detail, Bézier spline

basis functions [27], with C = 37 control points, P = {Pc = (xc, yc) ; c = 1, ..., C} (Fig. 1),
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are adopted to shape the contour of the SS-EFA.

The spline radiator is terminated on the opposite side of the feeding point with an open circuit

(i.e., no matched load) so that a resonant behavior is yielded by exciting a standing wave (SW)

within the microstrip structure (Fig. 2). As a matter of fact, the radiation of EM energy origi-

nates from the bending corners of the SS-EFA that, in turn, correspond to the fixed positions of

the SW maxima (Fig. 2). To afford the desired resonating behavior, the surface current in such

locations must be tuned in-phase so that the FF radiated contributions constructively add in the

antenna broadside direction [i.e., (θ0, ϕ0) = (0, 0) [deg] - Fig. 1]. Towards this end, the elec-

trical length of each o-th (o = 1, ..., O; O , C−1
3

→ O = 12) intermediate spline segment, αo,

must be properly designed so that the current, injected from the feeding point and flowing up

to the open circuit, is equally-phased at each radiating location (Fig. 2) despite the single-point

edge-feeding mechanism.

It is also worth pointing out that thanks to the non-uniform width of the SS metallization (e.g.,

γ1 6= γ2 - Fig. 3), it is possible to excite a tapered current distribution within the EFA to perform

beam shaping for obtaining a lower SLL with respect to a uniform-width profile. Such a FF

feature is highly desirable in automotive applications since it reduces the interferences from

both the asphalt and the sky, thus leading to a more robust and reliable target detection/location

and DoA estimation.

As for the FF half-power beamwidth (HPBW), which affects the angular resolution of the auto-

motive radar along the elevation plane, it is controlled by the overall length of the SS radiator. In-

deed, longer structures exhibit narrower HPBWs (e.g., β2 > β1 → HPBW |β2
< HPBW |β1

-

Fig. 3) and vice-versa, because of the different aperture size of the equivalent linear array.

In order to guarantee geometric/electric symmetry by also keeping low the number of problem

descriptors, only one half of the spline curve (i.e., {Pc; c = 1, ..., 19} - Fig. 1) is optimized,

while the coordinates of the second half of the control points (i.e., {Pc; c = 20, ..., C} - Fig.

1) are automatically derived with a mirroring operation with respect to the horizontal axis (i.e.,

x-axis - Fig. 1). Enforcing such a symmetry allows one to also yield a lower BDD and a higher

similarity of the left/right side-lobes on the vertical plane (i.e., ϕ = 90 [deg] - Fig. 1).

Finally, it is important to point out that despite the unconventional and non-uniform shaping
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of the radiating element, the SS-EFA radiates a linearly polarized field along the horizontal

direction with a high polarization purity. As a matter of fact, the surface current density dis-

tributions excited within each pair of adjacent spline branches (e.g., J1 = J1,xx̂ + J1,yŷ and

J2 = J2,xx̂ + J2,yŷ - Fig. 4) exhibit in-phase x-components (e.g., J1,x and J2,x - Fig. 4)

and out-of-phase y-components (e.g., J1,y and J2,y - Fig. 4) so that, while the x-components

constructively sum, the y ones cancel out and the EM source turns out to be x-polarized.

3 Design Process

The SS-EFA has been synthesized to provide a suitable matching so that |S11 (f)| ≤ Sth
11 (Sth

11 =

−10 [dB]) within the frequency range ∆f = [fmin, fmax] [20], fmin and fmax being the minimum

(fmin = 76 [GHz]) and the maximum (fmax = 78 [GHz]) working frequency, respectively. Con-

cerning the radiation features, the SLL, the HPBW, and the BDD on the vertical plane have been

required to comply with the following requirements: SLL (f) ≤ SLLth (SLLth = −15 [dB]),

HPBW (f) ≤ HPBW th (HPBW th = 18 [deg]), and BDD (f) ≤ BDDth (BDDth = 2

[deg])(1). Furthermore, the polarization ratio (PR) is required to be PR (f) ≥ PRth (PRth = 20

[dB])(2). For the sake of clarity, all design objectives/targets are reported in Tab. I.

To yield a robust design and to enable a reliable prediction of the EM behavior of the elementary

radiator when integrated in an automotive radar system (3), it has been synthesized not alone, but

within a linear arrangement of N = 5 identical half-wavelength (W = λ0

2
= 1.95 × 10−3 [m],

λ0 being the free-space wavelength at the central frequency f0 = 77 [GHz]) spaced SS-EFAs

(Fig. 5), which has been modeled with a FW finite model. More specifically, the synthesis has

been aimed at optimizing all performance indexes for the central embedded element, while the

surrounding (N − 1) replicas have been terminated on 50 [Ω] matched loads (Fig. 5).

Owing to the computational complexity of the synthesis problem at hand, the design has been

(1)The BDD is defined as BDD (f) = |θmax (f)|, where θmax (f) = arg
{
maxθ

[
G (f, θ, ϕ)|ϕ=90 [deg]

]}
,

G (f, θ, ϕ)|ϕ=90 [deg] being the gain pattern function in the vertical (elevation) plane of the antenna (Fig. 1).

(2)The PR is defined as PR (f) =
∣∣∣Ex(f, θ=0)
Ey(f, θ=0)

∣∣∣, Ex/y being the x/y-components of the FF electric field, respec-

tively.
(3)FMCW multiple-input multiple-output (MIMO) automotive radars are generally implemented as properly-

spaced arrangements of both transmitting and receiving elementary radiators connected to a single driving chip

[1][37][38].
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efficiently carried out within the SbD framework [29]-[32]. According to such an optimization

paradigm, a “smart” representation of the solution space has been considered by setting the

following K = 20 descriptors χ = {χk; k = 1, ..., K} where χk = lk (k = 1, ..., T ; T = 11)

and χk = wk−T (k = T + 1, ..., T + U ; U = 9) (Fig. 1) instead of using the coordinates of the

control points of the spline contour (i.e., K = 2 × C → K = 74). The synthesis problem has

been then reformulated as a minimization one by defining the following cost function

Φ
(
χ
)
=

∑

Ψ∈T

ΦΨ

{
χ
}
, (1)

where T = {S11; SLL; HPBW ; BDD; PR} and ΦΨ

{
χ
}

is given by

ΦΨ

{
χ
}
=

1

Q

Q∑

q=1

H

{
Ψ
(
fq | χ

)
−Ψth

|Ψth|

}
(2)

beingΨ
(
fq | χ

)
∈ { S11

(
fq | χ

)
; SLL

(
fq | χ

)
; HPBW

(
fq | χ

)
; BDD

(
fq | χ

)
; −PR

(
fq | χ

)

} , Ψth ∈
{
Sth
11; SLL

th; HPBW th; BDDth; −PRth
}

, while H{ξ} = ξ if ξ ≥ 0 and H{ξ} =

0, otherwise. Moreover, the frequency band ∆f has been uniformly sampled into Q = 41

points, {fq = fmin + (q − 1) (fmax−fmin)
(Q−1)

; q = 1, ..., Q}, for constraining the fulfilment of the

requirements in the whole bandwidth.

The minimization of (1) has been carried out with a properly customized version of the PSO-

OK/C SbD method [29] leveraging on the “collaboration” between the SSE functional block

relying on the Particle Swarm Optimization (PSO) operators [35] and a fast DT based on the

Ordinary Kriging (OK) LBE technique [36]. The meta-level control parameters of the PSO

have been set according to the literature guidelines [29]: V = 10 (V being the swarm size),

I = 200 (I being the maximum number of iterations), ω = 0.4 (ω being the inertial weight),

and C1 = C2 = 2.0 (C1 and C2 being the social and the cognitive acceleration coefficient,

respectively).

As for the OK prediction model, the fast surrogate of the FW simulator has been trained with

S0 = 100 training samples generated off-line according to the Latin Hypercube Sampling (LHS)

strategy [29], while Supd = 200 “reinforcement training” FW simulations have been performed

on-line by the PSO-OK/C to adaptively enhance the DT accuracy during the iterative minimiza-
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tion of (1).

The solution, χ(opt), outputted by the SbD at the convergence [i.e., Φ
(
χ(opt)

)
= 0] that fulfils

all the user-defined requirements, as it can be inferred in Sect. 4.1, is reported in Tab. II, while

the CAD model of the corresponding SS-EFA layout is shown in Fig. 5, the total length of the

radiator being equal to L = l1 + 2× (b+ l2 + l3 + l5 + l6 + l8 + l9 + l11)→ L = 18.9× 10−3

[m] since b = 3× 10−3 [m] is a fixed offset from the bottom and the top edges of the substrate

(Fig. 1).

It is worthwhile to point out that the time saving ∆t [∆t ,
(V×I)−(S0+Supd)

(V×I)
] enabled here by

the SbD strategy [29] with respect to a standard optimization that exclusively relies on iterated

FW calls (i.e., V × I) [34] amounts to ∆t = 85 %.

4 Performance Assessment

The goal of this section is twofold. On the one hand, to present the results of a careful as-

sessment of the FW-simulated EM features of the synthesized SS-EFA (Sect. 4.1). On the

other hand, to show the outcomes from the experimental validation, carried out on a PCB-

manufactured prototype, to confirm the FW simulations (Sect. 4.2) towards the use of the

proposed mm-wave radiator in automotive radar applications.

4.1 Numerical Assessment

Figure 6 shows the behavior of the reflection coefficient of the central (n = 1) embedded

element within the linear arrangement of N = 5 identical SS-EFAs simulated by means of

the Ansys HFSS FW solver [39]. As it can be inferred, the antenna correctly resonates within

the operative band being |S11 (f)| ≤ −11.6 [dB], f ∈ ∆f . Moreover, the optimized SS-

EFA provides a suitable inter-element isolation as indicated by the magnitude of the scattering

coefficients [i.e., |Sn1 (f)| ≤ −22.6 [dB] (n = 2, ..., N)].

As for the FF features of the SbD-layout, the plots in Fig. 7(a) show that the requirements on

both the SLL and the HPBW are fulfilled since SLL (f) ≤ −15.3 [dB] and HPBW (f) ≤ 17.5

[deg], f ∈ ∆f . Moreover, the synthesized radiator turns out to be fully-compliant in terms of
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beam pointing stability regardless of the adopted edge feeding mechanism as confirmed by the

BDD values (i.e., BDD ≤ 1.5 [deg]) in Fig. 7(b).

On the other hand, it should be very interesting for the readers to observe that the arising SS-EFA

structure radiates a linearly (horizontal) polarized field with high polarization purity despite its

smooth/non-uniform profile (Fig. 1). Indeed, it turns out that PR (f) ≥ 21 [dB], f ∈ ∆f

[Fig. 7(b)] as a consequence of the distribution of the surface current (Fig. 8) that follows

the theoretically-expected configuration sketched in Fig. 4. An overall x-polarized source is

excited in correspondence with each radiating location of the resonant structure shown in Fig.

10 where the near-field (NF) distribution of the magnitude of the electric field, |E (x, y; f0)|,

computed on a (5W × L)-sized plane at height z = λ0

20
from the SS-EFA, is reported. This latter

plot highlights the resonant behavior of the synthesized structure, the field being maximum at

fixed and equally-spaced positions. As expected, such maxima, which correspond to those of

the SW excited within the structure, arise on the bends of the spline contour and they generate

in-phase radiation contributions that result in a suitable beam shaping and a pointing stability

within the working band ∆f as confirmed by the simulated FF pattern at f = fmin, f = f0, and

f = fmax in Fig. 9.

4.2 Experimental Validation

A prototype of the SS-EFA has been fabricated through PCB manufacturing on a substrate of

size 70 × 70 [mm] (Fig. 11). The bottom ground plane has been stacked on a 1 [mm]-thick

FR-4 layer to enhance the mechanical robustness and rigidity of the antenna under test (AUT).

Moreover, four holes, 3.5 [mm] in diameter, have been drilled at the corners of a square of

side 48.5 [mm] to fix the AUT on the measurement support by means of plastic screws [Fig.

11(a) and Fig. 12(a)]. The central radiator (n = 1) has been fed by using a Rosemberger

01K80A-40ML5 connector installed without soldering at the bottom edge of the AUT substrate

[Fig. 12(a)]. The neighboring SS elements (i.e., n = 2, ..., N) have been terminated on MCR1

compact thick film chip resistors (series 0402) acting as matched loads. Moreover, the active

and the dummy radiators as well as the feeding line have been surrounded by a double set of

interleaved vias to suppress the insurgence of undesired surface currents due to the electrically-
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large dimension of the PCB [Fig. 11(b)].

The measurement set-up [Figs. 12(b)-12(c)] has been composed by a mm-wave CATR system

within an Asysol anechoic chamber (Fig. 13) suitable for antenna measurements up to 170

[GHz].

Figure 14 shows the SS-EFA gain patterns measured along the ϕ = 90 [deg]-cut at the minimum

[f = fmin - Fig. 14(a)], the central [f = f0 - Fig. 14(b)], and the maximum [f = fmax -

Fig. 14(c)] operating frequencies. As it can be observed, the FF pattern of the prototype well

matches the simulated one yielded by modeling the layout of Fig. 11 with the Ansys HFSS

FW simulator. More specifically, there is a very good agreement in both the main lobe region

and the first left/right sidelobes, while a slight beam pointing deviation between simulated and

measured patterns (∆θ ≈ 3 [deg], ∆θ , θsimmax − θmeas
max ) occurs at the maximum frequency

[f = fmax - Fig. 14(c)]. This is probably due to both prototype manufacturing inaccuracies and

measurement tolerances whose impact is certainly significant in the mm-wave regime.

Finally, the FW-predicted SLL performance is assessed by the measurements since SLLmeas ≤

−14.5 [dB], f ∈ ∆f (Fig. 14).

5 Conclusions

A novel radiating element for 77 GHz automotive radars has been proposed that relies on a

spline-based modeling to yield a high geometric flexibility with a reduced number of DoFs,

while enabling the fitting of the several contrasting requirements on bandwidth and FF features.

The synthesized layout, which has been efficiently obtained by means of a customized SbD

approach, provides a proper input impedance matching, a high isolation, a suitable SLL/HPBW

as well as a high polarization purity and a stable beam pointing over frequency regardless of

the edge-feeding mechanism. The experimental assessment, carried out in a CATR mm-wave

system on a PCB-manufactured prototype, has verified the FW-predicted radiation features over

the operative band.
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FIGURE CAPTIONS

• Figure 1. SS-EFA Design - Sketch of the antenna geometry with its geometrical descrip-

tors.

• Figure 2. SS-EFA Working Principle - Pictorial representation of the radiation mecha-

nism.

• Figure 3. SS-EFA Working Principle - Sketch of two non-uniform width (γ1 6= γ2) and

different length (β1 6= β2) SS-EFAs.

• Figure 4. SS-EFA Working Principle - Pictorial representation of the behavior of the

surface current density.

• Figure 5. Numerical Assessment (N = 5) - Screenshot of the SbD-synthesized optimal

SS-EFA radiator layout embedded within a N = 5 linear array of identical λ0

2
-spaced

replicas.

• Figure 6. Numerical Assessment (N = 5) - Magnitude of the reflection coefficient,

|S11 (f)| (n = 1), and of the scattering coefficients, |Sn1 (f)| (n = 2, ..., N), of the central

embedded element (n = 1) versus the frequency f (f ∈ ∆f ) for the linear arrangement

in Fig. 5.

• Figure 7. Numerical Assessment (N = 5, n = 1, ϕ = 90 [deg]) - Behavior of (a) SLL

and HPBW and (b) BDD and PR versus the frequency f (f ∈ ∆f ).

• Figure 8. Numerical Assessment (N = 5, n = 1) - Screenshot of the simulated surface

current density at f = f0.

• Figure 9. Numerical Assessment (N = 5, n = 1, ϕ = 90 [deg]) - Embedded gain pattern

at f = fmin, f = f0, and f = fmax.

• Figure 10. Numerical Assessment (N = 5, n = 1) - Screenshot of the magnitude of the

total electric field, |E (x, y; f0)|, computed over a plane parallel to the (x, y) plane far

z = λ0

20
from the SS-EFA surface, at f = f0.
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• Figure 11. Experimental Assessment - Picture of (a) the SS-EFA prototype and (b) a zoom

on the radiating part.

• Figure 12. Experimental Assessment - Picture of (a) the AUT, (b) the CATR positioner,

and (c) the whole measurement setup.

• Figure 13. Experimental Assessment - Sketch of the measurement scenario.

• Figure 14. Experimental Assessment (N = 5, n = 1, ϕ = 90 [deg]) - Comparison

between simulated and measured embedded element patterns at (a) f = fmin, (b) f = f0,

and (c) f = fmax.

TABLE CAPTIONS

• Table I. Radar antenna requirements.

• Table II. Values of the descriptors of the SbD-synthesized SS-EFA layout.
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Fig. 8 - M. Salucci et al., “Spline-Shaped Microstrip Edge-Fed Antenna ...”
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Fig. 10 - M. Salucci et al., “Spline-Shaped Microstrip Edge-Fed Antenna ...”
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Fig. 13 - M. Salucci et al., “Spline-Shaped Microstrip Edge-Fed Antenna ...”
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Feature Requirement

Operating Band f ∈ [fmin, fmax] = [76, 78] [GHz]

Reflection Coefficient S11 ≤ Sth
11 = −10 [dB]

Sidelobe Level SLL ≤ SLLth = −15 [dB]

Half-Power Beamwidth HPBW ≤ HPBW th = 18 [deg]

Beam Direction Deviation BDD ≤ BDDth = 2 [deg]

Polarization Ratio PR ≥ PRth = 20 [dB]

Tab. I - M. Salucci et al., “Spline-Shaped Microstrip Edge-Fed Antenna ...”

34



Geometrical Descriptors [m]

w1 3.26× 10−4 l2 7.57× 10−4

w2 1.46× 10−4 l3 5.27× 10−4

w3 7.57× 10−4 l4 1.51× 10−3

w4 7.57× 10−4 l5 1.51× 10−3

w5 6.90× 10−4 l6 6.47× 10−4

w6 6.90× 10−4 l7 1.38× 10−3

w7 5.52× 10−4 l8 1.38× 10−3

w8 5.52× 10−4 l9 1.00× 10−3

w9 9.03× 10−4 l10 1.10× 10−3

l1 1.80× 10−4 l11 5.22× 10−4

Tab. II - M. Salucci et al., “Spline-Shaped Microstrip Edge-Fed Antenna ...”
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